
Information subject to change without notice; contact Airmaster.

Heavy-Duty Air Circulators
Pedestal, Wall, I-Beam & Ceiling Mount Fans
Non-Oscillating          230/460V             1/4 HP 
Features/Specifications:
- 3 Phase
- 1 Speed
- Totally enclosed ball bearing motor

Performance:

Fan Component: Accessories/Mounting Options:

Airmaster Fan Company 9229 South Meridian Rd. Clarklake, MI 49234 Phone (517)-764-2300 www.airmasterfan.com 

Prop Dia. CFM RPM Motor No. F.L. Amps
24”
30”

5739
8723
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1140

1069
1069

1.2/6
1.2/6

878W Wall Bracket

Heavy Duty Air Circulators-230/460 Volt, 3 Phase

FEATURES

FAN
NO.

MFC.YTQ RPM HP ACCESSORIES AND REMARKS

o Be Installed
By One Individual

, 230/4603 Phase, Totally Enclosed,
Ball Bearing Motor

Non-Oscillating

43” to 75”
Adjustable

8CP-2B Pedestal
&

A786B-2 Base32”

700U I-Beam Bracket
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Wheel Kit

Safety Cable
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WT.
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3 sets .320 Dia.
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967-3SP Oscillating Motor 642-AC 3SP Non-Oscillating Motor

DJ-EC-6, DJ-EC-9,
DJ-EC-12, 6’ 9’ and 12’

for
Drop Cord Switch
Extension Cord

878W Wall Bracket

Heavy Duty Air Circulators-115 Volt - 24” and 30”

Airmaster® Fan Company
1300 Falahee Road, Jackson, MI 49203 (517) 764-2300 Fax: (517) 764-3838

www.airmasterfan.com

FEATURES
• Energy Efficient - Lowest Watts Per CFM
• Ultra Quiet Die Cast Aluminum Airfoil Propeller
• Excellent for Churches, Schools, Industrial and
Commercial Applications

• Includes Cord and Plug
• Wall and I-Beam Mounts Able To Be Installed

By One Individual

• Meets OSHA Standards & UL /CUL Listed
• 3 Speed Motor
• 1/3 HP, 115V, 1 Phase, Totally Enclosed,

Ball Bearing Motor
• Patented Modular Motor End Dome

for easy maintenance
• UPS Shippable
• All Stocked

Oscillating/Non-Oscillating

60” to 96”
Adjustable

8CP-2B Pedestal
&

A786B-2 Base32”

700U I-Beam Bracket

AMFW30K
Wheel Kit

Safety Cable

26.75

6.31”120°
3 sets .320 Dia.

1.7”

.813”

1.625”

2-3/8”

4-17/32”

6-7/16”

1” Pipe
By Others
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CK-2 Ceiling
Mount
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5.76”

4.94”
13.75”

3.6”
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967-3SP Oscillating Motor 642-AC 3SP Non-Oscillating Motor

642-AC2SPD Drop
Cord Switch Motor

DJ-EC-6, DJ-EC-9,
DJ-EC-12, 6’ 9’ and 12’

for
Drop Cord Switch
Extension Cord

878W Wall Bracket

Heavy Duty Air Circulators-115 Volt - 24” and 30”

Airmaster® Fan Company
1300 Falahee Road, Jackson, MI 49203 (517) 764-2300 Fax: (517) 764-3838

www.airmasterfan.com

FEATURES
• Energy Efficient - Lowest Watts Per CFM
• Ultra Quiet Die Cast Aluminum Airfoil Propeller
• Excellent for Churches, Schools, Industrial and
Commercial Applications

• Includes Cord and Plug
• Wall and I-Beam Mounts Able To Be Installed

By One Individual

• Meets OSHA Standards & UL /CUL Listed
• 3 Speed Motor
• 1/3 HP, 115V, 1 Phase, Totally Enclosed,

Ball Bearing Motor
• Patented Modular Motor End Dome

for easy maintenance
• UPS Shippable
• All Stocked

Oscillating/Non-Oscillating

60” to 96”
Adjustable

8CP-2B Pedestal
&

A786B-2 Base32”

700U I-Beam Bracket

AMFW30K
Wheel Kit

Safety Cable

26.75”

6.31”120°
3 sets .320 Dia.

1.7”

.813”

1.625”

2-3/8”

4-17/32”

6-7/16”

1” Pipe
By Others

24” Fan 30” Fan
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Revised 2.2012

.94 5.76
4.94

13.75 4.94

.72

3.6

Dimensions in inches
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967-3SP Oscillating Motor 642-AC 3SP Non-Oscillating Motor

642-AC2SPD Drop
Cord Switch Motor

DJ-EC-6, DJ-EC-9,
DJ-EC-12, 6’ 9’ and 12’

for
Drop Cord Switch
Extension Cord

878W Wall Bracket

Heavy Duty Air Circulators-115 Volt - 24” and 30”

FEATURES
• Energy Efficient - Lowest Watts Per CFM
• Ultra Quiet Die Cast Aluminum Airfoil Propeller
• Excellent for Churches, Schools, Industrial and
Commercial Applications

• Includes Cord and Plug
• Wall and I-Beam Mounts Able To Be Installed

By One Individual

• Meets OSHA Standards & UL /CUL Listed
• 3 Speed Motor
• 1/3 HP, 115V, 1 Phase, T

Ball Bearing Motor
• Patented Modular Motor End Dome

for easy maintenance
• UPS Shippable
• All Stocked

Oscillating/Non-Oscillating

60” to 96”
Adjustable

8CP-2B Pedestal
&

A786B-2 Base32”

700U I-Beam Bracket

AMFW30K
Wheel Kit

Safety Cable

120°
3 sets .320 Dia.

1.7”
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967-3SP Oscillating Motor 642-AC 3SP Non-Oscillating Motor

642-AC2SPD Drop
Cord Switch Motor

DJ-EC-6, DJ-EC-9,
DJ-EC-12, 6’ 9’ and 12’

for
Drop Cord Switch
Extension Cord

878W Wall Bracket

Heavy Duty Air Circulators-115 Volt - 24” and 30”

FEATURES
• Energy Efficient - Lowest Watts Per CFM
• Ultra Quiet Die Cast Aluminum Airfoil Propeller
• Excellent for Churches, Schools, Industrial and
Commercial Applications

• Includes Cord and Plug
• Wall and I-Beam Mounts Able To Be Installed

By One Individual

• Meets OSHA Standards & UL /CUL Listed
• 3 Speed Motor
• 1/3 HP, 115V, 1 Phase, Totally Enclosed,

Ball Bearing Motor
• Patented Modular Motor End Dome

for easy maintenance
• UPS Shippable
• All Stocked

Oscillating/Non-Oscillating

60” to 96”
Adjustable

8CP-2B Pedestal
&

A786B-2 Base32”

700U I-Beam Bracket

AMFW30K
Wheel Kit

Safety Cable

26.75”

120°
3 sets .320 Dia.
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967-3SP Oscillating Motor 642-AC 3SP Non-Oscillating Motor

642-AC2SPD Drop
Cord Switch Motor

DJ-EC-6, DJ-EC-9,
DJ-EC-12, 6’ 9’ and 12’

for
Drop Cord Switch
Extension Cord

878W Wall Bracket

Heavy Duty Air Circulators-115 Volt - 24” and 30”

FEATURES
• Energy Efficient - Lowest Watts Per CFM
• Ultra Quiet Die Cast Aluminum Airfoil Propeller
• Excellent for Churches, Schools, Industrial and
Commercial Applications

• Includes Cord and Plug
• Wall and I-Beam Mounts Able To Be Installed

By One Individual

• Meets OSHA Standards & UL /CUL Listed
• 3 Speed Motor
• 1/3 HP, 115V, 1 Phase, Totally Enclosed,

Ball Bearing Motor
• Patented Modular Motor End Dome

for easy maintenance
• UPS Shippable
• All Stocked

Oscillating/Non-Oscillating

60” to 96”
Adjustable

8CP-2B Pedestal
&

A786B-2 Base32”

700U I-Beam Bracket

AMFW30K
Wheel Kit

Safety Cable
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6.31”120°
3 sets .320 Dia.
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967-3SP Oscillating Motor 642-AC 3SP Non-Oscillating Motor

642-AC2SPD Drop
Cord Switch Motor

DJ-EC-6, DJ-EC-9,
DJ-EC-12, 6’ 9’ and 12’

for
Drop Cord Switch
Extension Cord

Heavy Duty Air Circulators-115 Volt - 24” and 30”

FEATURES
• Energy Efficient - Lowest Watts Per CFM
• Ultra Quiet Die Cast Aluminum Airfoil Propeller
• Excellent for Churches, Schools, Industrial and
Commercial Applications

• Includes Cord and Plug
• Wall and I-Beam Mounts Able T

By One Individual
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Information:

Information subject to change without notice; contact Airmaster.
Airmaster Fan Company 9229 South Meridian Rd. Clarklake, MI 49234 Phone (517)-764-2300 www.airmasterfan.com 

EDP # Catalog No.
20600K

Prop Dia. Fan Style Ship Wt.
Pedestal Fan: includes
21152(Pedestal), 21166(Base)

20620K Wall Mount Fan: includes
21187(Wall Brkt. with Safety Cable)

20640K I-Beam Mount Fan: includes
21191(I-Beam Brkt. with Safety Cable)

20630K Vertical Mount Fan: includes
21203(Ceiling Kit with Safety Cable)

20650K Pedestal Fan: includes
21152(Pedestal), 21166(Base)

20670K Wall Mount Fan: includes
21187(Wall Brkt. with Safety Cable)

20690K I-Beam Mount Fan: includes
21191(I-Beam Brkt. with Safety Cable)

20680K

Non-Oscillating

6.31”

5.76”

Vertical Mount Fan: includes
21203(Ceiling Kit with Safety Cable)

24LF36

24LW368

24LI36

24LS36

30LF36

30LW368

30LI36

30LS36

24”

24”

24”

24”

30”

30”

30”

30”

70

49

49

39

77

56

56

46

All 24” Kitted Components consist of: 21025 (1069 B Motor); 21070 (AC-24G Guard Assembly);
21095 (24BA-1A Prop); plus mounting listed above.

All 30” Kitted Components consist of 21025 (1069 B Motor); 21080 (AC30-G Guard Assembly);
21105 (30BA-1A Prop); plus mounting listed above. 

878W Wall Bracket

• Meets OSHA Standards & UL /CUL Listed
, 115V, 1 Phase, Totally Enclosed,

Ball Bearing Motor
• Patented Modular Motor End Dome

for easy maintenance

Oscillating/Non-Oscillating

700U I-Beam Bracket
26.75”

6.31”

.72”

.94”
4.94”

5.76”

4.94”

3.6”

• Meets OSHA Standards & UL /CUL Listed
otally Enclosed,

• Patented Modular Motor End Dome

Oscillating/Non-Oscillating

6.31”

.72”

.94”
4.94”

5.76”

SKR

878W Wall Bracket

FEATURES
• Energy Efficient - Lowest Watts Per CFM
• Ultra Quiet Die Cast Aluminum Airfoil Propeller
• Excellent for Churches, Schools, Industrial and

o Be Installed

• Meets OSHA Standards & UL /CUL Listed
• 3 Speed Motor
• 1/3 HP, 115V, 1 Phase, Totally Enclosed,

Ball Bearing Motor
• Patented Modular Motor End Dome

for easy maintenance
• UPS Shippable
• All Stocked

Oscillating/Non-Oscillating

60” to 96”
Adjustable

8CP-2B Pedestal
&

A786B-2 Base

700U I-Beam Bracket
26.75”

6.31”

.72”

.94”
4.94”

5.76”

4.94”
13.75”

3.6”

Fan Velocity Profiles:
Represents all 18” and 20” 1/5 HP Heavy Duty Air Circulators.

  18” HORIZONTAL VELOCITY PROFILE (Ft/Min)

Represents all 24” and 30” 1/3 HP Heavy Duty Air Circulators. 
24” HORIZONTAL VELOCITY PROFILE (Ft/Min)      30” HORIZONTAL VELOCITY PROFILE (Ft/Min)

 20” HORIZONTAL VELOCITY PROFILE (Ft/Min)



Ordering:
EDP # Qty. CommentsCatalog No.

Project
Engineer

Location
Contractor

Submitted by Date Approved by Date

Fan No. CFM RPM

Information subject to change without notice; contact Airmaster.
Airmaster Fan Company 9229 South Meridian Rd. Clarklake, MI 49234 Phone (517)-764-2300 www.airmasterfan.com 


	EDP Row1: 
	QtyRow1: 
	Catalog NoRow1: 
	CFMRow1: 
	RPMRow1: 
	CommentsRow1: 
	EDP Row2: 
	QtyRow2: 
	Catalog NoRow2: 
	CFMRow2: 
	RPMRow2: 
	CommentsRow2: 
	EDP Row3: 
	QtyRow3: 
	Catalog NoRow3: 
	CFMRow3: 
	RPMRow3: 
	CommentsRow3: 
	EDP Row4: 
	QtyRow4: 
	Catalog NoRow4: 
	CFMRow4: 
	RPMRow4: 
	CommentsRow4: 
	EDP Row5: 
	QtyRow5: 
	Catalog NoRow5: 
	CFMRow5: 
	RPMRow5: 
	CommentsRow5: 
	Location: 
	Engineer: 
	Contractor: 
	Submitted by: 
	Date: 
	Approved by: 
	Date_2: 
	Text1: 
	Text2: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 


