
Heavy-Duty Industrial Spot Coolers
Pedestal, Wall, I-Beam & Vertical Mount Fans
Non-Oscillating             208/230/460V

Features/Specifications:
- 1 Year Warranty
- Single speed 
- 1 HP, 3 Phase
- Totally enclosed ball bearing motor
- Heavy gauge galvanized steel propeller for severe conditions

Heavy-Duty Industrial Spot Coolers - 208/230/460V
Pedestal, Wall, I-Beam & Vertical Mount Fans
Non-Oscillating
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 PERFORMANCE 208/230/460V
 Prop  Dia. CFM RPM  Motor No. F.L. Amps
 24”  7700  1140  1369  4.0/2.0
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   Performance Ratings are conducted in accordance with AMCA Standard 230-99.
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Unit Packs Models - 1369 Motor
 ed Mounting, Propeller & Guard Shipped in Single Carton

 rP  .oN golataC  .oN PDE
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 20860  30HW36  30”  Wall Mount Fan  1  83  $1,503
 20880  30HI36  30”  I-Beam Mount Fan  1  83  $1,583
 20870  30HS36  30”  Vertical Mount Fan  1  65  $1,468

MOTOR TILT ADJUSTMENTS
 TILT (IN DEGREES) NON-OSCILLATING
 TYPE  UP  DOWN
 FLOOR  20°  10°
 WALL  20°  15°
 I-BEAM  20°  20°
 VERTICAL  8°  20°

     

Performance:
Prop Dia. CFM RPM Motor No. F.L. Amps
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30” 12400
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1125 1369
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Industrial Spot Coolers - 208/230/460 Volt, 3 Phase

FAN
NO.

QTY. CFM RPM HP

• Energy Efficient - Lowest Watts Per CFM
• Heavy Gauge Galvanized Steel Propeller for Severe Conditions
• Excellent for Industrial andCommercial Applications
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Note: Cord & plug not supplied with 3 phase motors
Model

24” Fan 30” Fan
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Fan Component/Information:

EDP # Catalog No. Prop Dia. Fan Style Ship Wt.
20750K
20770K

24HF36 24” Pedestal Fan: includes 21152(Pedestal), 21166(Base)
24HW36 24” Wall Mount Fan: includes

21187(Tilted Wall Brkt with Safety Cable)

89
68

20790K 24HI36 24” I-Beam Mount Fan: includes 
21191(I-Beam Brkt with Safety Cable)

68

20780K 24HS36 24” Ceiling Mount Fan: includes
21203(Ceiling with Safety Cable)

58

All 24” Kitted Components consist of: 21050(Motor); 21070(Guard Assembly); 21120(Prop); plus mounting listed above.

Airmaster Fan Company 9229 South Meridian Rd. Clarklake, MI 49234 Phone (517)-764-2300 www.airmasterfan.com
Information subject to change without notice; contact Airmaster.



0° = Horizontal Plane
Vertical Mount: A safety cable kit is included in all overhead mounted 
air circulators to prevent the fan from  falling if accidentally struck or 
mounting fails. Single safety cable kits consist of 12 feet of 1/16” 
diameter cable,  2 cable clamps and instructions.
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Heavy-Duty Industrial Spot Coolers - 208/230/460V
Pedestal, Wall, I-Beam & Vertical Mount Fans
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• Heavy Gauge Galvanized Steel Propeller for Severe Conditions
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PERFORMANCE 208/230/460V
Prop  Dia. CFM RPM  Motor No. F.L. Amps

24”  7700  1140  1369  4.0/2.0
0.2/0.4  9631  5211  00421  

Performance Ratings are conducted in accordance with AMCA Standard 230-99.
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20750K  24HF36  24”         Pedestal Fan: includes  1  89  $1,578

                                                                                                                                                                                             21152 (Pedestal), 21166 (Base)
424,1$  86  1  sedulcni :naF tnuoM llaW  ”42  63WH42  K

                                                                                                                                                                                 21187 (Tilted Wall Brkt. with Safety Cable)
305,1$  86  1  sedulcni :naF tnuoM maeB-I  ”42  63IH42  K

                                                                                                                                                                                   21191 (I-Beam Brkt. with Safety Cable) 
983,1$  85  1 sedulcni :naF tnuoM lacitreV  ”42  63SH42  K
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All 24” Kitted Components consist of: 21050 (Motor); 21070 (Guard Assembly); 21120 (Prop); plus mounting listed above

 ed Mounting, Propeller & Guard Shipped in Single Carton
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 20860  30HW36  30”  Wall Mount Fan  1  83  $1,503
 20880  30HI36  30”  I-Beam Mount Fan  1  83  $1,583
 20870  30HS36  30”  Vertical Mount Fan  1  65  $1,468

TILT (IN DEGREES) NON-OSCILLATING
 TYPE  UP  DOWN

FLOOR  20°  10°
 WALL  20°  15°
 I-BEAM  20°  20°
 VERTICAL  8°  20°

Ultra High Velocity Air Flow 878W Wall Bracket

Industrial Spot Coolers - 208/230/460 Volt, 3 Phase

FEATURES

ACCESSORIES AND REMARKS

• Energy Efficient - Lowest Watts Per CFM
• Heavy Gauge Galvanized Steel Propeller for Severe Conditions
• Excellent for Industrial andCommercial Applications

o Be Installed

• Meets OSHA Standards
• 1 HP, 208/230/460 V, 3 Phase, Totally Enclosed,

Ball Bearing Motor
• UPS Shippable
• All Stocked

Non-Oscillating

60” to 96”
Adjustable

8CP-2B Pedestal
&

A786B-2 Base32”

700U I-Beam Bracket

AMFW30K
Wheel Kit

Safety Cable

26.75”

6.31”

.72”

.94”
4.94”

5.76”

4.94”
13.75”

3.6”

Airmaster Fan Company 9229 South Meridian Rd. Clarklake, MI 49234 Phone (517)-764-2300 www.airmasterfan.com
Information subject to change without notice; contact Airmaster.

Ordering:

Project
Engineer

Location
Contractor

Submitted by Date Approved by Date

Fan No. EDP # Qty. Catalog No. CFM RPM Comments

EDP # Catalog No. Prop Dia. Fan Style Ship Wt.
20840
20860
20880
20870

30HF36
30HW36
30HI36
30HS36 30”

30”
30”
30”

Pedestal Fan
Wall Mount
I-Beam Mount
Ceiling Mount

96
83
83
65

Unit Packs Models - 1369 Motor
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Ultra High Velocity Air Flow

     

Note:
 

Velocity is shown in FPM (Feet Per Minute), divide FPM by 88 for MPH (Miles Per Hour).

Airmaster 24HF36 Vertical Velocity Profile Airmaster 30HF36 Vertical Velocity Profile

Airmaster 30HF36 Horizontal Velocity ProfileAirmaster 24HF36 Horizontal Velocity Profile


	diameter cable  2 cable clamps and instructions: 
	fill_2: 
	Comments: 
	Row2: 
	Row1: 
	Row1_2: 
	Row1_3: 
	Row1_4: 
	Comments_2: 
	CommentsRow3: 
	36: 
	Commentsle: 
	8CP2B Pedestal: 
	leRow1: 
	CommentsRow5: 
	72: 
	Location: 
	ACCESSORIES AND REMARKS: 
	Contractor: 
	Submitted by: 
	Date: 
	Approved by: 
	Date_2: 
	Text1: 
	Text2: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 
	Text7: 
	Text8: 
	Text9: 
	Text10: 
	Text11: 
	Text12: 
	Text13: 
	Text14: 
	Text15: 
	Text16: 
	Text17: 
	Text18: 
	Text19: 
	Text20: 


