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  9 Pc. 3/8" Drive 6 Point SAE Impact Socket Set  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME Specification B107.2-2002 and US 
Federal Specification GGG-W-660a

Cat. No. UPC No. Packaging Product Weight Shelf Pack Qty.

19-890

Cat. No. Description Cat. No. Description

16-831 19-616

16-843 19-618

19-608 19-620

19-610 19-622

19-612 19-624

19-614

  9 Pc. 3/8" Drive 6 Point SAE Deep Impact Socket Set  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME Specification B107.2-2002 and US 
Federal Specification GGG-W-660a

Cat. No. UPC No. Packaging Product Weight Shelf Pack Qty.

19-895

Cat. No. Description Cat. No. Description

16-831 19-716

16-843 19-718

19-708 19-720

19-710 19-722

19-712 19-724

19-714



I M P A C T  S O C K E T S

454

I
M

P
A

C
T

 
S

O
C

K
E

T
S

4
3

/
8

"

  7 Pc. 3/8" Drive 6 Point SAE Impact Universal  
Socket Set  

 Made in the USA - Quality and Availability

 Unique Pinless "4 Lug" Design for Strength, Durability,  
and Safety

 True 360 Degree Rotation of the Socket End for Extended Range 
of Motion and Smooth Operation

 Reversed Ball Design Allows for A Smaller Socket End for 
Access to Restricted Fasteners

 Maximum Operation Angle of 30 Degrees

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME Specification B107.2-2002 and US 
Federal Specification GGG-W-660a

Cat. No. UPC No. Packaging Product Weight Shelf Pack Qty.

19-894

Cat. No. Description Cat. No. Description

16-831 19-568

16-843 19-570

19-562 19-572

19-564 19-574

19-566
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  16 Pc. 3/8" Drive 6 Point Metric Impact Socket Set  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength and 
Durability

 Meets or Exceeds ASME Specification B107.33M-2002

Cat. No. UPC No. Packaging Product Weight Shelf Pack Qty.

46-891

Cat. No. Description Cat. No. Description

16-835 46-614

16-843 46-615

46-607 46-616

46-608 46-617

46-609 46-618

46-610 46-619

46-611 46-620

46-612 46-621

46-613 46-622

  11 Pc. 3/8" Drive 6 Point Metric Impact Socket Set  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME Specification B107.33M-2002

Cat. No. UPC No. Packaging Product Weight Shelf Pack Qty.

46-890

Cat. No. Description Cat. No. Description

16-831 46-612

16-843 46-613

46-607 46-614

46-608 46-615

46-609 46-616

46-610 46-617

46-611
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  11 Pc. 3/8" Drive 6 Point Metric Deep Impact  
Socket Set  

 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME Specification B107.33M-2002

Cat. No. UPC No. Packaging Product Weight Shelf Pack Qty.

46-898

Cat. No. Description Cat. No. Description

16-831 46-712

16-843 46-713

46-707 46-714

46-708 46-715

46-709 46-716

46-710 46-717

46-711
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  10 Pc. 3/8" Drive 6 Point Metric Impact Universal 
Socket Set  

 Made in the USA - Quality and Availability

 Unique Pinless "4 Lug" Design for Strength, Durability,  
and Safety

 True 360 Degree Rotation of the Socket End for Extended Range 
of Motion and Smooth Operation

 Reversed Ball Design Allows for A Smaller Socket End for 
Access to Restricted Fasteners

 Maximum Operation Angle of 30 Degrees

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME Specification B107.33M-2002

Cat. No. UPC No. Packaging Product Weight Shelf Pack Qty.

46-910

Cat. No. Description Cat. No. Description

16-831 46-114

16-843 46-115

46-110 46-116

46-111 46-117

46-112 46-118

46-113 46-119

  3 Pc. 3/8" Drive Locking Impact Extension Set  
 Made in the USA - Quality and Availability

 Incorporates A Pin on the Square Drive Providing Maximum 
Security Against Accidental Disengagement of the  
Socket, Safety

 Socket is Securely Locked to the Extension and Will Not 
Disengage Until Knurled Sleeve is Pulled, Safety and 
Convenience

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

Cat. No. UPC No. Packaging Male Drive Size Female Drive Size Product Weight Shelf Pack Qty.

19-940

Cat. No. Description Cat. No. Description

19-935 19-937

19-936
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  3/8" Drive Impact Extensions  
 Made in the USA - Quality and Availability

 Incorporates A Pin on the Square Drive Providing Maximum 
Security Against Accidental Disengagement of the  
Socket, Safety

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.2 and US Federal  
Spec. GGG-W-660A6

Cat. No. UPC No. Packaging Male Drive Size Female Drive Size Overall Length Product Weight Shelf Pack Qty.

19-922 Bagged

19-923 Bagged

  3/8" Drive Locking Impact Extensions  
 Made in the USA - Quality and Availability

 Incorporates A Pin on the Square Drive Providing Maximum 
Security Against Accidental Disengagement of the  
Socket, Safety

 Socket is Securely Locked to the Extension and Will  
Not Disengage Until Knurled Sleeve is Pulled, Safety  
and Convenience

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

Cat. No. UPC No. Packaging Male Drive Size Female Drive Size Overall Length Product Weight Shelf Pack Qty.

19-935 Bagged

19-936 Bagged

19-937 Bagged

  3/8" Drive Maxx Impact Universal Joint  
 Made in the USA - Quality and Availability

 Unique Pinless "4 Lug" Design for Strength, Durability,  
and Safety

 True 360 Degree Rotation of the Socket End for Extended Range 
of Motion and Smooth Operation

 Reversed Ball Design Allows for A Smaller Socket End for 
Access to Restricted Fasteners

 Maximum Operation Angle of 30 Degrees

 Incorporates A Pin on the Square Drive Providing Maximum 
Security Against Accidental Disengagement of the  
Socket, Safety

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.2 and US Federal  
Spec. GGG-W-660A6

Cat. No. UPC No. Packaging
Female Drive 

Size Male Drive Size
Dim. A: Drive 

End Length Product Weight Shelf Pack Qty.

19-947 Bagged
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  3/8" Drive Impact Drive Adapter  
 Made in the USA - Quality and Availability

 Incorporates A Pin on the Square Drive Providing Maximum 
Security Against Accidental Disengagement of the  
Socket, Safety

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.2 and US Federal  
Spec. GGG-W-660A6

Cat. No. UPC No. Packaging
Female Drive 

Size Male Drive Size
Dim. A: Drive 

End Length Product Weight Shelf Pack Qty.

19-952 Bagged

19-952A Bagged -

  3/8" Drive 6 Point SAE Magnetic Power Sockets For 
Self-Tapping Screws  

 Made in the USA - Quality and Availability

 Designed for Use with Electric or Air Driven Power Tools; Not for 
Use with Impact Power Tools

 Higher Hardness is Designed to Reduce Surface Wear When 
Used to Turn Hardened Fasteners, Profile with Magnet is 
Designed Retain and Seat Self-Tapping Screws

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End
Dim. B: 

Wrench End

Dim. C: 
Overall 
Length

Dim. E: 
Wrench 
Depth

Dim. F: 
Length to 
Shoulder

Product 
Weight

Shelf Pack 
Qty.

19-080 Bagged

19-082 Bagged

19-084 Bagged

19-086 Bagged -

19-088 Bagged -
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  3/8" Drive 6 Point SAE Impact Sockets  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength and 
Durability

 Meets or Exceeds ASME B107.2-2002 and US Federal Spec. 
GGG-W-660A

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End

Dim. B: 
Wrench 

End

Dim. C: 
Overall 
Length

Dim. 
D: Bolt 

Clearance

Dim. E: 
Wrench 
Depth

Dim. F: 
Length to 
Shoulder

Product 
Weight

Shelf Pack 
Qty.

19-608 Bagged

19-610 Bagged

19-611 Bagged

19-612 Bagged

19-614 Bagged -

19-616 Bagged -

19-618 Bagged -

19-620 Bagged -

19-622 Bagged -

19-624 Bagged -

19-626 Bagged -

19-628 Bagged -

19-630 Bagged -

19-632 Bagged -
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  3/8" Drive 6 Point SAE Deep Impact Sockets  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength and 
Durability

 Meets or Exceeds ASME B107.2-2002 and US Federal Spec. 
GGG-W-660A

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End

Dim. B: 
Wrench 

End

Dim. C: 
Overall 
Length

Dim. 
D: Bolt 

Clearance

Dim. E: 
Wrench 
Depth

Dim. F: 
Length to 
Shoulder

Product 
Weight

Shelf Pack 
Qty.

19-708 Bagged

19-709 Bagged

19-710 Bagged

19-711 Bagged

19-712 Bagged

19-714 Bagged -

19-716 Bagged -

19-718 Bagged -

19-720 Bagged -

19-722 Bagged -

19-724 Bagged -

19-726 Bagged -

19-728 Bagged -

19-730 Bagged -

19-732 Bagged -
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  3/8" Drive 8 Point SAE Impact Sockets  
 Made in the USA - Quality and Availability

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.2-2002 and US Federal Spec. 
GGG-W-660A

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End

Dim. B: 
Wrench 

End

Dim. C: 
Overall 
Length

Dim. 
D: Bolt 

Clearance

Dim. E: 
Wrench 
Depth

Dim. F: 
Length to 
Shoulder

Product 
Weight

Shelf Pack 
Qty.

19-408 Bagged

19-414 Bagged -

19-416 Bagged -

19-418 Bagged -

  3/8" Drive 12 Point SAE Impact Sockets  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.2-2002 and US Federal Spec. 
GGG-W-660A

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End

Dim. B: 
Wrench 

End

Dim. C: 
Overall 
Length

Dim. 
D: Bolt 

Clearance

Dim. E: 
Wrench 
Depth

Dim. F: 
Length to 
Shoulder

Product 
Weight

Shelf Pack 
Qty.

19-810 Bagged

19-812 Bagged

19-814 Bagged -

19-816 Bagged -

19-818 Bagged -

19-820 Bagged -

19-822 Bagged -

19-824 Bagged -

19-826 Bagged -

19-828 Bagged -

19-830 Bagged -

19-832 Bagged -
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  3/8" Drive 6 Point SAE Maxx Impact Universal 
Sockets  

 Made in the USA - Quality and Availability

 Unique Pinless "4 Lug" Design for Strength, Durability,  
and Safety

 True 360 Degree Rotation of the Socket End for Extended Range 
of Motion and Smooth Operation

 Reversed Ball Design Allows for A Smaller Socket End for 
Access to Restricted Fasteners

 Maximum Operation Angle of 30 Degrees

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.2-2002 and US Federal Spec. 
GGG-W-660A

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End
Dim. B: 

Wrench End

Dim. C: 
Overall 
Length

Dim. D: Bolt 
Clearance

Dim. E: 
Wrench 
Depth

Product 
Weight

Shelf Pack 
Qty.

19-562 Bagged

19-564 Bagged

19-566 Bagged

19-568 Bagged

19-570 Bagged

19-572 Bagged

19-574 Bagged



I M P A C T  S O C K E T S

464

I
M

P
A

C
T

 
S

O
C

K
E

T
S

4
3

/
8

"

  3/8" Drive 6 Point Metric Impact Sockets  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.33M-2002

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End

Dim. B: 
Wrench 

End

Dim. C: 
Overall 
Length

Dim. 
D: Bolt 

Clearance

Dim. E: 
Wrench 
Depth

Dim. F: 
Length to 
Shoulder

Product 
Weight

Shelf Pack 
Qty.

46-606 Bagged

46-607 Bagged

46-608 Bagged

46-609 Bagged

46-610 Bagged

46-611 Bagged -

46-612 Bagged -

46-613 Bagged -

46-614 Bagged -

46-615 Bagged -

46-616 Bagged -

46-617 Bagged -

46-618 Bagged -

46-619 Bagged -

46-620 Bagged -

46-621 Bagged -

46-622 Bagged -

46-623 Bagged -

46-624 Bagged -
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  3/8" Drive 6 Point Metric Deep Impact Sockets  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.33M-2002

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End

Dim. B: 
Wrench 

End

Dim. C: 
Overall 
Length

Dim. 
D: Bolt 

Clearance

Dim. E: 
Wrench 
Depth

Dim. F: 
Length to 
Shoulder

Product 
Weight

Shelf Pack 
Qty.

46-706 Bagged

46-707 Bagged

46-708 Bagged

46-709 Bagged

46-710 Bagged

46-711 Bagged -

46-712 Bagged -

46-713 Bagged -

46-714 Bagged -

46-715 Bagged -

46-716 Bagged -

46-717 Bagged -

46-718 Bagged -

46-719 Bagged -

46-720 Bagged -

46-721 Bagged -

46-722 Bagged -

46-723 Bagged -

46-724 Bagged -
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  3/8" Drive 12 Point Metric Impact Sockets  
 Made in the USA - Quality and Availability

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.33M-2002

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End

Dim. B: 
Wrench 

End

Dim. C: 
Overall 
Length

Dim. 
D: Bolt 

Clearance

Dim. E: 
Wrench 
Depth

Dim. F: 
Length to 
Shoulder

Product 
Weight

Shelf Pack 
Qty.

46-308D Bagged

46-309D Bagged

46-310D Bagged

46-311D Bagged -

46-312D Bagged -

46-313D Bagged -

46-314D Bagged -

46-315D Bagged -

46-316D Bagged -

46-317D Bagged -

46-318D Bagged -

46-319D Bagged -

46-320D Bagged -

46-321D Bagged -

46-322D Bagged -
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  3/8" Drive 6 Point Metric Maxx Impact  
Universal Sockets  

 Made in the USA - Quality and Availability

 Unique Pinless "4 Lug" Design for Strength, Durability,  
and Safety

 True 360 Degree Rotation of the Socket End for Extended Range 
of Motion and Smooth Operation

 Reversed Ball Design Allows for A Smaller Socket End for 
Access to Restricted Fasteners

 Maximum Operation Angle of 30 Degrees

 Radius Corner Design Engages the Flats of the Fastener, Not the 
Corners, Providing Up to 15%-20% More Torque While Reducing 
Fastener Rounding, Enhancing the Turning of Worn Fasteners

 EYE-D™ Markings Optimize Size Visibility, Also Providing SAE / 
Metric Differentiation

 Socket Wall Dimensions Are Optimized to Provide Strength While 
Retaining Access to Restricted Fasteners

 Manufactured From High Alloy Steel Using the Most Up-To-Date 
Manufacturing Process and Heat Treat for Greater Strength  
and Durability

 Meets or Exceeds ASME B107.33M-2002

Cat. No. UPC No. Packaging
Fastener 

Size
Dim. A: 

Drive End
Dim. B: 

Wrench End

Dim. C: 
Overall 
Length

Dim. D: Bolt 
Clearance

Dim. E: 
Wrench 
Depth

Product 
Weight

Shelf Pack 
Qty.

46-110 Bagged

46-111 Bagged

46-112 Bagged

46-113 Bagged

46-114 Bagged

46-115 Bagged

46-116 Bagged

46-117 Bagged

46-118 Bagged

46-119 Bagged


