
Product dEScrIPtIoN:
Assurance unsupported latex - 28 mil., flock lined, 13-inch length, 
black, super diamond grip.
 • Heavy duty latex gloves provide extended wear and greater chem 
  ical resistance
 • Made from component materials which comply with Federal reg 
  ulations for food contact. 21CFR 170-199 
 • Rolled bead cuff for tear resistance
 • Provides resistance to acids, alkalis, alcohols, salts, ketones and  
  animal fats
 • Flock lined styles provide increased comfort and ease of 
  donning
 • Chlorinated

Applications:

 Ideal for use with water-based chemicals such as acids and caustics; 
also used for general cleaning. 

Heavy Duty unsupporteD latex gloves

dImENSIoNS:

Size Available            M/7.5 L/8.5 XL/9.5 XXL/10.5
Over Length (cm) – A 32.0 32.0 32.0 32.0
                      (in) 13 13 13 13
Palm Width (cm) – B  10.3 11.2 12.1 12.4                    
                     (in)  4.1 4.4 4.7 4.9
 

Thickness                                      < ------------------- 1.60 mm ------------------- >
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BarcodE # dozEN caSE       

48-L300K/XXL  01616314034558   01616314034558
48-L300K/XL 01616314034541     01616314034541
48-L300K/L 01616314034510  01616314034510
48-L300K/M 01616314034527     01616314034527 a

B

tEchNIcal data:
Material: Natural rubber latex, cotton
Color: Black
Cuff Style: Rolled beaded
Available Sizes: M - XXL
Packaging: 12 pairs per dozen, 12 dozen per case
Case Dimensions  (cm) 40 x 30 x 40 (in) 15.7 x 11.8 x 15.7
Case Weight: 41 lbs / 18.6 kg
Manufacturer Certifications: ISO9001:2000                  
Country of Origin/Harmonization Code: Malaysia/ 4015.19.1050

CAUTION: This style contains natural rubber latex which may cause allergic reactions. Safe use by or on latex-sensitive individuals has not been established. 
This document is the property of PIP and the information contained herein is proprietary to PIP.
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