
Premium A3
Thickness REGULAR Thickness XL

SIZE GRIT RPM CARTON QTY T27 UPC# T29 UPC# T27 UPC# T29 UPC#

4 x 5/8 40 15,300 10 39202 SM 39242 SM
4 x 5/8 60 15,300 10 39204 SM 39244 SM
4 x 5/8 80 15,300 10 39205 SM 39245 SM

4 x 3/8-24 40 15,300 10 39212 SM 39252 SM
4 x 3/8-24 60 15,300 10 39214 SM 39254 SM
4 x 3/8-24 80 15,300 10 39215 SM 39255 SM
41/2 x 7/8 24 13,300 10 39400 39420 NA NA
41/2 x 7/8 36 13,300 10 39401 39421 SM SM
41/2 x 7/8 40 13,300 10 39402 39422 39442 39462
41/2 x 7/8 60 13,300 10 39404 39424 39444 39464
41/2 x 7/8 80 13,300 10 39405 39425 39445 39465
41/2 x 7/8 120 13,300 10 39406 39426 39446 39466

41/2 x 5/8-11 24 13,300 10 39410 39430 NA NA
41/2 x 5/8-11 36 13,300 10 39411 39431 SM SM
41/2 x 5/8-11 40 13,300 10 39412 39432 39452 39472
41/2 x 5/8-11 60 13,300 10 39414 39434 39454 39474
41/2 x 5/8-11 80 13,300 10 39415 39435 39455 39475
41/2 x 5/8-11 120 13,300 10 39416 SM 39456 SM

5 x 7/8 40 12,200 10 SM 39602 SM SM
5 x 7/8 60 12,200 10 SM 39604 SM SM
5 x 7/8 80 12,200 10 SM 39605 SM SM
7 x 7/8 40 8,600 10 39802 SM 39822 SM
7 x 7/8 60 8,600 10 39804 SM 39824 SM
7 x 7/8 80 8,600 10 39805 SM 39825 SM

7 x 5/8-11 40 8,600 10 39812 SM 39832 SM
7 x 5/8-11 60 8,600 10 39814 SM 39834 SM
7 x 5/8-11 80 8,600 10 39815 SM 39835 SM

Premium A3
USA Made Flap Discs
Description and Applications

■ Premium Blue Fired AO grain with a Polyester 
heat treated backing. Recommended for 
universal use and provides rapid stock 
removal and extremely long life.

■ Active grinding agent provides cool cutting.
■ A3 can be used on ferrous metals (alloyed 

and unalloyed steels, high speed steel, cast 
iron), stainless steel, non-ferrous metals 
(aluminum, brass, copper, zinc) as well as on 
composites, plastics, and soft and hard woods.

XL Requires high output angle 
grinders for best results.

SM: Size/specification available as special make wheel. 
 200 piece minimum order.

Iron, Sulfur, and
Chlorine    0.1%
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