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Head Office                 Fall Protection Manufacturing 
2477, Michelin, Laval, Qc H7L 5B9                           175 Admiral Blvd., Mississauga, On L5T 2T3   
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Model: DOM HP341/HP341R    Description:     

        
 

    

 

 

 

 

    
 
Product 
Number 

 
Description 

 
Order 

Multiples 
 

 
Case Quantity 

 
Case Dimensions 

 
Case 

Weight 
  

HP341 
 

Pin-Lock, Nylon 4 point suspension 
 

12 
 

12 
 

44.5 X 32 X 62.5 cm  
17.5” X 12.5” X 24.5” 

 

 
4.85 kg. 
10.7 lbs. 

 
 

HP341R 
 

Sure-Lock Ratchet, Nylon 4 point 
suspension 

 
12 

 
12 

 
44.5 X 32 X 62.5 cm  
17.5” X 12.5” X 24.5” 

 

 
5.35 kg. 
11.8 lbs. 

 

SIZE N/A COUNTRY OF ORIGIN Canada 

TYPE  CSA Type 1, ANSI Type I MATERIALS HDPE 

CLASSIFICATION Class E (dielectric) WEIGHT 
HP341R:  382 g/0.84 lbs. 
HP341:    339 g /0.75 lbs. 

COMPLIANCE CSA Z94.1-15 & ANSI Z89.1-2014 OTHERS  

COMPONENT 
CLASSIFICATION 

N/A   

COLOR 

White / yellow / orange / dark green / Hi Viz 
red / light blue / sky blue / navy blue / grey / 
beige / black / gold / red / Royal blue / north 
blue / pink/ Hi Viz orange / Hi Viz yellow / lime 
green 

  

  

The DOM series of CSA Type 1, ANSI Type I hard hats (HP341 

and HP341R), is designed with a smooth dome shape. It is ideal 

for welding applications & attachments. Rain trough & slotted 

design high density polyethylene shell to accommodate all the 

latest accessories such as hearing protection, face shields, 

forestry kits or welding protection.. 
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Training and Proper Use: Please refer to product manual included with the products prior to use. NOT 
FOLLOWING Manufacturer instructions may preclude into injury, sickness or even death.      
For Additional Information: 1-877-446-3278    
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