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Hose Cuffs
Many Configurations to Match Vacuum System Requirements

Single Hose Cuffs (Except Where Noted)

Hose Cuffs for Dynabrade Vacuum Tools - See Chart Below for Hose Cuff Details

TWO FACTORY-
INSTALLED CUFFS

Order 3/4" (19 mm) dia.
hose separately

TWO FACTORY-
INSTALLED CUFFS
Order 1" (25 mm) dia.

hose separately

Part Connection to Connection to 
Number Vacuum Hose Vacuum Tool

96414 1-1/4" Thread 1-1/2" Non-Thread

95698 1-1/4" Thread 2" Non-Thread

64616 1-1/4" Thread 2-1/4" Non-Thread

96103 1-1/2" Thread 1" Non-Thread

96104 1-1/2" Thread 1" Non-Thread

Keeps the air line out of the way

96102 1-1/2" Thread 1-1/4" Non-Thread

Use optional 95895 Insert to mount to tool’s vacuum outlet
Use 95396 Hose Cuff for 1" (25 mm) exhaust hose

95699 1-1/2" Thread 1-1/4" Non-Thread

97051 1-1/2" Thread 2" Non-Thread

95700 2" Thread 1-1/4" Non-Thread

Includes 95699 Cuff Adapter and 95698 Swivel Cuff (2" [51 mm])
Use 95396 Hose Cuff for 1" (25 mm) exhaust hose

Part Connection to Connection to
Number Vacuum Hose Vacuum Tool

95601 3/4" Thread 3/4" Non-Thread

95602 3/4" Thread 3/4" Non-Thread

95396 1" Thread 1" Non-Thread

95599 1" Thread 1" Non-Thread

54208 1" Thread 1-1/4" Non-Thread

95894 1-1/4" Thread 1" Non-Thread

Includes 95895 Insert to mount to tool’s vacuum outlet directly

96006 1-1/4" Thread 1" Non-Thread

Swivel cuff

95800 1-1/4" Thread 1-1/4" Non-Thread

Use optional 95895 Insert to mount to tool’s vacuum outlet

96412 1-1/4" Thread 1-1/4" Thread

Use to connect two 1-1/4" (32 mm) hoses

96413 1-1/4" Thread 1-1/2" Thread

Part Connection to Connection to 95895 Dynabrade Vacuum
Number Vacuum Hose Vacuum Tool Insert* Tool Compatibility

95396 1" Thread 1" Non-Thread –
Self-Generated Vacuum Palm-Style Random Orbital Sanders;
Vacuum Dynabug®, Dynabug® “Model T”, Dynabug® II , Dynaline, Dynafile® II

95800 1-1/4" Thread 1-1/4" Non-Thread Optional
Self-Generated Vacuum Two-Hand Random Orbital Sanders; 
Vacuum DynaLocke® Sanders

95894 1-1/4" Thread 1" Non-Thread Included
Central Vacuum Random Orbital Sanders (Palm-Style and 6" [152 mm] Dia. Two-Hand);
6" (152 mm) Dia. Central Vacuum Two-Hand Gear-Driven Sanders

*Use 95895 Insert to mount to tool’s vacuum outlet
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