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Model: FP74311, FP74313, FP74314, 
FP746111, FP746133, FP746144                        

                
                                        
 

 
 
 

 

SIZE 4’, 6’  long WEIGTH varies 

TYPE  Energy Absorber Lanyard MATERIALS High Strength Steel Snaps; 1 3/4” Width 
Polyester Webbings 

CSA CLASS CSA Class B MAX WORK LOAD 60 to 160kg (132-352lbs). 

STANDARDS CSA Z259.11-17, ANSI Z359.1-07  HARDWARE  MIN 
TENSILE 6000 lbs (27 kN) 

HARDWARE Certified to CSA Z259.12-16; ANSI/ASS 
Z359.1-1999 MAX. ARREST FORCE 900lbs 

COLOR Golden or Silver Snaps; Black 1-3/4” webbing  MADE IN Canada 

  DEPLOYMENT 
DISTANCE 3.9 ft 

       Training and Proper Use: Please refer to product manual included with the products prior to use.       
       For Additional Information: 1-877-446-3278    
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Description: 
 
Lanyard with Energy Absorber. This 
product intended for use in fall arrest 
system where the user weighs between 
60 to 160kg (132-352lbs).  
 
 
DYNA-Pak lanyard is designed to reduce 
the impact load and keep the user safe. 
This product is certified by CSA; Meet 
and exceed the ANSI & OSHA as well. 
 
	


