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Model: FPD2501D                

 

SIZE XS, S, M, L (REG), XL, 2XL, 3XL WEIGHT 2.05 lbs (0.93 kg) 

TYPE  Hybrid Eco Harness MATERIALS 1 ¾”  poly webbing, PVC coated forged 
steel 

CSA CLASS A (Fall Arrest)) MAX WORK LOAD 400 lbs 

STANDARDS Meets and Exceeds CSA Z259.10-12, ANSI 
Z359.1-07 WEB MIN TENSILE 6000 lbs (27 kN) 

HARDWARE Certified to CSA Z259.12-11 HARDWARE MIN 
TENSILE 5000 lbs (22 kN) 

COLOR Grey & Black Webbing; Black Hardware MADE IN Canada 

Description: 
Full Body Harness.  
 
Basic, Economical, and Fully Adjustable 
Harness with 5 Point Adjustment. 
 
The hardware of this harness is coated 
forged steel. 
 
This harness meets and exceeds CSA 
and is available in seven different sizes. It 
also meets and exceeds ANSI and OSHA 
requirements  
 
Using Dynamic certified lanyards with 
this harness is highly recommended. 

Training and Proper Use: Please refer to product manual included with the products prior to use.       
For additional Information: 1-877-446-3278    
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