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Training and Proper Use: Please refer to product manual included with the products prior to use.       
For additional Information: 1-877-446-3278    
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SIZE XS, S, M, L, (REG), XL, XXL, 3XL MADE IN Canada 

TYPE  Full Body Comfort Harness MATERIALS 1 ¾  Polyester webbing 

CSA CLASS A (Fall Arrest), P (Work Positioning), MAX WORK LOAD 400 lbs (181kg) 

STANDARDS CSA Z259.10, ANSI Z359.1, OSHA 1926.502 WEB MIN TENSILE 6000 lbs (27 kN) 

HARDWARE Certified to CSA Z259.10-12 D-RING MIN TENSILE 5000 lbs (22 kN) 

COLOR Orange with ½” reflective stripe (candle power 
500), Black 

HARDWARE MIN 
TENSILE 5000 lbs (22 kN) 

  WEIGHT 5.4 lbs (2.45 kg) 

	
FPMX101D2DR	combo	is	based	on	FPX101D	harness,	which	is	a	
vest	 style	 harness	 with	 integrated	 cushion	 on	 back,	 shoulders	
and	leg	straps,	with	5	adjustment	and	3	connection	points,	and	
aluminum	hardware.	
	
The	 “DYNA-PRO”	 line	 of	 harnesses	 was	 designed	 for	 the	
ultimate	 in	 ease	 of	 donning,	 with	 light	 weight	 breathable	
padding	 with	 minimal	 body	 contact	 for	 a	 superior	 fit	 and	
comfort.	
The	“DYNA-PRO”	harness	is	the	lightest	in	its	category.	
	
These	harnesses	come	with	aluminum	bayonet	style	connectors	
which	make	them	easy	to	put	them	on	and	off.	
	
The	FPX1001D	is	a	CSA	Class	A	harness	
	
The	combo	has	also	an	industrial	belt	with	two	bent	
aluminum	D-Rings	and	a	tool	belt.	
	
The	reflective	double	side	stripe	of	the	webbing	has	500	
candle	power	
	
	


