
BIT DRIVERS

BIT SOCKETS

UNIVERSAL BIT SOCKETS

•	 S2	Steel	for	strength		
	 and	durability

•	 Satin	finish

•	 Hard	stamped		
	 size	identification

Stubby  -  vs.  -  Standard 

Up to 0.5"

GearWrench® offers many different styles of bit sockets to meet the requirements of the professional user.  The  
styles include stubby and regular length bit sockets to deliver access or reach, one-piece bit drivers that have a low 
profile for working in confined spaces, and a range of universal bit sockets that pivot to allow better access to hard to 
reach fasteners.  All sets that include 13–pieces or less come on a GearWrench® socket rail for convenient storage.

BIT SOCKETS

An extended range of stubby design bit sockets 
offers better access in tight spaces, while the  
range of long triple square bit sockets provides 
increased reach.

•	 Professional,	full	polish	chrome

•	 Hard	stamped	size	identification

BIT SOCKET GUIDE INCLUDES: Bit Sockets, Universal Bit Sockets and Bit Drivers

A wider range of universal style bit sockets 
including Torx®, Tamper Proof Torx® , E-Torx®, 
Hex and Triple Square allow access when you 
cannot get directly in line with a fastener.

UNIVERSAL BIT SOCKETS

The range of bit driver sockets in Hex, Torx®,  
Triple Square, Slotted and Phillips deliver 
exceptional access due to their compact design.

BIT DRIVERS

Stubby:
•	 Reduced	overall	
	 length	provides		
	 better	access		
	 in	tight	spaces		
	 compared	to		
	 standard	length		
	 bit	sockets.

Long Triple Square:
•	 Wider	range	of	sizes	including		
	 8,	10,	12,	14	and	16mm

•		Typically	used	on	European	vehicles	–		
	 Mercedes,	VW,	Audi,	Porsche

•	 3.94"	overall	length	for	reach

•	 Universal	joint	allows	access	when		
	 you	cannot	get	directly	on	a	fastener

•	 Optimized	overall	length	provides		
	 better	access	in	tight	spaces

Available	in	Stubby	Metric	Hex,	SAE	Hex,	Torx®,	Triple	Square	and	Long	Triple	Square

Professional,		
full	polish	chrome

	Hard	stamped	
	size	identification

Available	in	Metric	Hex,	SAE	Hex,	Torx®,	
Triple	Square,	Phillips	and	Slotted

•	 One-Piece	Bit	Drivers	are	compact	providing		
	 excellent	access.	1/4"	Drive	sizes	are	1"	overall		
	 length.	3/8"	drive	sizes	are	1.4"	overall	length.

Shown with 1/4" Drive Ratchets

Bit
Driver

Bit
Socket

0.54"  
height  

difference

Available	in	Metric	Hex,	Torx®,	E-Torx®,		
Tamper-Proof	Torx®	and	Triple	Square

GearWrench® Bit Sockets, Bit Drivers and Universal Bit Sockets are Not For Use with Impact Drivers! 



80281

80744

80587

80321

80323

80291

80578

80586

80573

80572

80320

80579

HEX

Sku # Pieces Bit Length Drive Contents

80281 8 Stubby 1/4" Dr. 
3/8" Dr.

3, 4, 5, 6 mm 
7, 8, 9, 10 mm

80291 8 Stubby 1/4" Dr.  
3/8" Dr.

1/8", 9/64", 5/32", 3/16" 
7/32", 1/4", 5/16", 3/8"

80321 6 Standard 1/4" Dr. 2, 2.5, 3, 4, 5, 6 mm

80323 10 Standard 1/4" Dr. 1/16", 5/64", 3/32", 7/64", 1/8", 9/64",  
5/32", 3/16", 7/32", 1/4"

80578 10 Standard 3/8" Dr. 
1/2" Dr.

4, 5, 6, 7, 8, 9, 10 mm 
12, 14, 17 mm

80579 10 Standard 3/8" Dr. 
1/2" Dr.

1/8", 5/32", 3/16", 7/32", 1/4", 5/16", 3/8" 
1/2", 9/16", 5/8"

80580 12 Standard 3/8" Dr. 2, 2.5, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12 mm

80581 12 Standard 3/8" Dr. 1/16", 5/64", 3/32", 7/64", 1/8", 9/64",  
5/32", 3/16", 7/32", 1/4", 5/16", 3/8"

80720 7 Standard 1/2" Dr. 6, 8, 10, 12, 14, 17, 19 mm

80721 7 Standard 1/2" Dr. 5/16", 3/8", 7/16", 1/2", 9/16", 5/8", 3/4"

 HEX BALL-END

Sku # Pieces Bit Length Drive Sizes

80586 7 Standard 3/8" Dr. 1/8", 5/32", 3/16", 7/32", 1/4", 5/16", 3/8"

80587 7 Standard 3/8" Dr. 4, 5, 6, 7, 8, 9, 10 mm

80573 8 Long 3/8" Dr. 3, 4, 5, 6, 7, 8, 9, 10 mm

80574 7 Long 3/8" Dr. 1/8", 5/32", 3/16", 7/32", 1/4", 5/16", 3/8"

TRIPLE SQUARE

Sku # Pieces Bit Length Drive Sizes

80744 6 Stubby 3/8" Dr. 
1/2" Dr.

8 mm 
10, 12, 14, 16, 18 mm

80320 4 Standard 1/4" Dr. 4, 5, 6, 8 mm

80572 4 Long 3/8" Dr 
1/2" Dr.

6, 8 mm 
10, 12 mm

80874 5 Long 3/8" Dr. 
1/2" Dr.

8 mm 
10, 12, 14, 16 mm

BIT SOCKET SETS
Each bit socket set includes a clip rail unless otherwise noted.

GearWrench® Bit Sockets, Bit Drivers and Universal Bit Sockets are Not For Use with Impact Drivers! 



BIT SOCKET SETS

36 Pc. HEX, TORX® & E-TORX® SET 

Sku # Bit Style Pieces Bit Length Drive Sizes

80726 Hex 16 Standard 3/8" Dr. 2, 2.5, 3, 4, 5, 6, 7, 8, 9, 10 mm 
5/32", 3/16", 7/32", 1/4", 5/16", 3/8"

Torx 11 Standard 1/4" Dr. 
3/8" Dr.

T10, T15, T20, T25, T27, T30 
T40, T45, T47, T50, T55

E-Torx 9 ——— 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

E5, E6, E7, E8 
E10, E12, E14, E16 
E18

36 Pc. TORX®, TAMPER-PROOF TORX® & E-TORX® SET 

Sku # Bit Style Bit Length Drive Sizes

80727 Torx 13 Standard 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

T8, T10, T15, T20, T25, T27, T30 
T40, T45, T47, T50, T55 
T60

TP Torx 12 Standard 1/4" Dr. 
3/8" Dr.

T7, T8, T10, T15, T20, T25, T27, T30 
T40, T45, T50, T55

E-Torx 11 ——— 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

E4, E5, E6, E7, E8 
E10, E12, E14, E16 
E18, E20

Each bit socket set includes a clip rail unless otherwise noted.

Includes a blow mold case.

Includes a blow mold case.

80726

80727

80577

80722

80725

80898

80588

TORX®

Sku # Pieces Bit Length Drive Sizes

80898 13 Stubby 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

T8, T10, T15, T20, T25, T27, T30 
T40, T45, T47, T50 
T55, T60

80722 10 Standard 1/4" Dr. 
3/8" Dr.

T10, T15, T20, T25, T27, T30 
T40, T45, T50, T55

80723 13 Standard 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

T8, T10, T15, T20, T25, T27, T30 
T40, T45, T47, T50, T55 
T60

80588 10 Long 1/4" Dr. 
3/8" Dr.

T8, T10, T15, T20, T25, T27, T30 
T40, T45, T50

TAMPER-PROOF TORX®

80725 13 Standard 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

T7, T8, T10, T15, T20, T25, T27, T30 
T40, T45, T50, T55 
T60

SLOTTED         PHILLIPS         POZIDRIV®

80577 7 Standard 3/8" Dr. Slotted: 4, 5, 6 mm 
Phillips: #1, #2, #3 
Pozidriv®: PZ2



81088

80994

UNIVERSAL SOCKET & BIT SOCKET SETS

HEX

Sku # Pieces Bit Length Drive Contents

81088 7 Stubby 1/4" Dr. 
3/8" Dr.

3, 4, 5, 6 mm 
7, 8, 10 mm

 TRIPLE SQUARE

81070 8 Stubby 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

4, 5, 6 mm 
8 mm  
10, 12, 14, 16 mm

TORX®

80994 5 Stubby 1/4" Dr. T20, T25, T27, T30, T40

TAMPER-PROOF TORX®

81052 11 Stubby 1/4" Dr. 
3/8" Dr.

T8, T10, T15, T20, T25, T27, T30 
T40, T45, T50, T55

E-TORX®

80985 9 –––––– 3/8" Dr. E4, E5, E6, E7, E8, E10, E12, E14, E16

E-TORX®

Sku # Pieces Bit Length Drive Contents

80582 10 –––––– 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

 E4, E5, E6, E7, E8
 E10, E12, E14, E16
 E18

80583 13 –––––– 1/4" Dr. 
3/8" Dr. 
1/2" Dr.

E4, E5, E6, E7, E8
E10, E12, E14, E16
E18, E20, E22, E24

Each E-TORX® socket set includes a clip rail.

Each bit driver set includes a clip rail.

Each universal socket and  
bit socket set includes a clip rail.

EXTERNAL TORX® SOCKET SETS

BIT DRIVER SETS

81070
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80582

80583

81052

80985

81196

81100

81180

81149
HEX

Sku # Pieces Length Drive Contents

81149 9 Stubby 1/4" Dr. 3/32", 7/64", 1/8", 5/32", 3/16",  
7/32", 1/4", 5/16", 3/8"

81160 9 Stubby 1/4" Dr. 2, 3, 4, 5, 6, 7, 8, 9, 10 mm

 TRIPLE SQUARE

81100 9 Stubby 1/4" Dr. 
3/8" Dr.

4, 5, 6 mm 
8, 10, 12, 14, 16, 18 mm

TORX®

81196 10 Stubby 1/4" Dr. 
3/8" Dr.

T10, T15, T20, T25, T27, T30, T40 
T45, T47, T50

SLOTTED         PHILLIPS

81180 10 Stubby 1/4" Dr. Slotted: 3.5, 4, 5.5, 8, 10, 12 mm 
Phillips: #1, #2, #3, #4


