
IRONCAT 6100
METAL TAMER™
FR silicone coating provides cut, and heat protection allows for
premium tactile qualities that are expected in a tig welding glove.
Palm is dotted with breaks where the hand bends. Fingers dotted, but
fingertips dot free for the ultimate feel of the wire.

FEATURES
• Arc Flash level 1 6.9 calories per cm
• FR Silicone coating provides great feel and comfort
• Contact heat rating for BOH side level 1 = 212 degrees Fahrenheit

APPLICATIONS
• Tig welding
• metal fabrication

SPEC DETAILS
COLOR DETAIL grey and green

COATING FR silicone dotted coating palm dip and reinforced thumb
saddle, thumb saddle thickness 1.8-2.0mm thickness

THUMB TYPE Wing

CUFF STYLE Rib Knit

TEST STANDARDS
• ASTM F2992 A3 EN407 422X2X EN388 3542 Arc Flash level 1 6.9

calories per cm

CARE INSTRUCTIONS
Wash gloves in slightly warm water not exceeding 104° F (40° C). A
mild non-ionic detergent (enzymatic detergents are permitted) should
be used. A 5 -10 minute cycle time should be employed. Tumble
drying is not recommended.

SIZES
Small, Medium, Large, XLarge, 2XLarge

DIMENSIONS
ITEM SIZE GLOVE LENGTH PALM WIDTH

Small 9.75" 4"

Medium 10.25" 4.25"

Large 11" 4.25"

XLarge 11.5" 4.625"

2XLarge 12" 4.75"

PACKING INFO
PACKAGING 12 Units(PR) Per Pack, 120 Units(PR) Per Case

ITEM PAIR UPC INNER PACK GTIN MASTER PACK GTIN

6100/S 662909078476 20662909078470 10662909078473

6100/M 662909078483 20662909078487 10662909078480

6100/L 662909078490 20662909078494 10662909078497

6100/XL 662909078506 20662909078500 10662909078503

6100/2XL 662909078513 20662909078517 10662909078510

PACKAGING DIMENSIONS AND WEIGHTS

ITEM PC WEIGHT (LBS) MASTER PACK (IN) MASTER PACK
(LBS)

6100/S 0.2425 18.7 x 10.33 x 23.62 30.1

6100/M 0.26563 18.7 x 10.33 x 23.62 32.8756

6100/L 0.27125 18.7 x 10.33 x 23.62 33.55

6100/XL 0.32375 18.7 x 10.33 x 23.62 39.85

6100/2XL 0.3525 18.7 x 10.33 x 23.62 43.3
COUNTRY OF

ORIGIN Sri Lanka,Sri Lanka


