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281-CS-2PT SERIES

JSP® 
2-POINT CHIN STRAP
•  Standard 2-point elastic chin strap fits any JSP® hard hat
•  Deluxe chin strap includes chin cup
•  When fitted to JSP Industrial Safety Helmets, meets the 

requirements of EN397
•  When fitted to Hardcap™ Aerolite™ bump caps, meets 

the requirements of EN812

CARE INSTRUCTIONS
May be cleaned with soap and warm water and dried with a soft 
cloth. The product should be stored out of direct sunlight away from 
chemicals and extremes of temperature. Do not clean with chemical 
or abrasive cleaners.

TECHNICAL DATA
MATERIAL Webbing: Nylon / Elastic 

Clips: LDPE 
Chin Cup (Deluxe Only):  Polypropylene

COLOR  Patriotic

PACKAGING 400 pieces per case

CASE 12” x 12” x 8” / 30.5cm x 30.5cm x 20.3cm

CASE WEIGHT 20.1 lbs / 9.1 kg
 
BARCODES

ITEM BOX CASE

 281-CS-2PT -- 5038428116480

 281-CSD-2PT -- 5038428116473

DIMENSIONS (in/cm)

ONE SIZE

A 1.5 / 3.8

B 3.4 / 8.5
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