
PRODUCT DESCRIPTION:

From wranglin' to buildin', these gloves are tough for the job!

Cowhide is the most commonly used leather due to availability.

Characteristics include a good balance between abrasion resistance,

dexterity, durability and comfort. The 3213P drivers gloves feature;

unlined industry grade cow grain leather, shirred elastic back, cotton

hemmed, and a keystone thumb pattern. It also features Hi-Viz

orange fingertips.

FEATURES:

Hi-Viz Orange Fingertips

Industry Grade Grain Cowhide

Keystone Thumb

Shirred Elastic Back

Color-coded hem to identify size

APPLICATIONS:

Agriculture, Carpentry, Construction, Farming, Forestry, Heavy

Equipment Operator, Landscaping, Lumber industry, Rebar

TECHNICAL DATA FOR: 3213PM

Material Group

Product Type

Size

Material

Leather Cut

Leather Type

Grade

Features

Lining

Pattern

Thumb Style

Leather

Drivers

Medium

Leather

Grain

Cow Skin

Industrial Grade

Shirred Elastic Back

Unlined

Gunn

Keystone

HI VIS High Visibility
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Item No: Size: A: B: C: Case Weight UOM Weight

 

3213PL Large 10.33 6.37 N/A 34.780 lb. 3.478

3213PM Medium 9.250 6.040 N/A 32.100 lb. 3.210

3213PS Small 0 0 N/A 28.370 lb. 2.837

3213PXL X - Large 9.600 6.500 N/A 33.950 lb. 3.395

3213PXXL XX - Large 10.48 7.01 N/A 35.780 lb. 3.578

3213PXXXL XXX - Large 10.876 6.813 N/A 40.750 lb. 4.075
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