
PRODUCT DESCRIPTION:

FEATURES:

APPLICATIONS:

This Memphis Welding option is made of Premium grain
goatskin. This supple leather contains natural lanolin that
helps create a very soft feel. Characteristics include strongest
tensile strength and excellent tactile sensitivity. Best
combination of flexibility and comfort. The 4860 MIG/TIG glove
is made with black goatskin leather, sewn with Dupont™
Kevlar®, and has a 5" blue split cow leather cuff. It also
features a full jersey lining.

Premium Top Black Grain Goatskin
Sewn with DuPont(tm) Kevlar®
Greater softness for sense of touch
5"" blue split cow leather cuff
MIG/TIG

Ship building, Construction, Farming, Landscaping, Material
Handling, Metal fabrication, Millwright operations , Mig/Tig,
Welding

TECHNICAL DATA FOR: 4860M

Series
Material Group
Product Type
Glove Size
Material
Leather Cut
Leather Type
Grade
Features
Lining
Pattern
Thumb Style
Thickness

Memphis Welding
Leather
Welder
Medium
Leather
Grain
Goat Skin
Premium
Sewn With KEVLAR
Jersey
Gunn
Wing
0.4 - 1.1 mm

4860
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Made In China,Pakistan

Item No: Size: A: B: C: Case Weight UOM Weight

 
4860M Medium 12.250 4.630 4.500 24.410 lb. 4.068
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