
 

Combination Square Set

180-102U
Square head

180-202U
Center head

180-301U
Revesible protectorhead

Series 180

 
Set
• Three heads are attachable to the stainless steel rule (blade), allowing versatile measurements 

on various types of worpiece.
• The heads are hardened.
• An economy set is available that omits the protractor head.

180-910U

Metric

No. Description Mass (g)

180-910U

Combination set :
square head (180-102U)
center head (180-202U)

protractor head (180-301U)
300 mm blade size (180-505U)

1110

Inch/Metric

No. Description Mass (g)

180-907U

Combination set :
square head (180-102U)
center head (180-202U)

protractor head (180-301U)
12"/300 mm blade size (180-503U)

1110

Head (individual)

No. Description Mass (g)

180-102U Square head, hardened and ground, with spirit level and scriber 350

180-202U* Centre head, hardened and quenched 150

180-301U Reversible protractor head,with spirit level, bidirectional graduation from 0 to 180° 520

Blade (individual)

No. Graduation Range Mass (g)

180-401U* 1/8", 1/16", 1/32", 1/64" 6" 40

180-402U* 1/32", 1/50", 1/64", 1/100" 6" 40

180-403U* 1/32", 1/64", 1 mm, 0.5 mm 6"/150 mm 40

180-405U* 1 mm, 0.5 mm, 1 mm, 0.5 mm 150 mm 40

180-501U 1/8", 1/16", 1/32", 1/64" 12" 130

180-502U* 1/32", 1/50", 1/64", 1/100" 12" 130

180-503U 1/32", 1/64", 1 mm, 0.5 mm 12"/300 mm 130

180-505U 1 mm, 0.5 mm, 1 mm, 0.5 mm 300 mm 130

180-701U* 1/8", 1/16", 1/32", 1/64" 18" 190

180-702U* 1/32", 1/50", 1/64", 1/100" 18" 190

180-703U* 1/32", 1/64", 1 mm, 0.5 mm 18"/450 mm 190

180-601U* 1/8", 1/16", 1/32", 1/64" 24" 250

180-602U* 1/32", 1/50", 1/64", 1/100" 24" 250

180-603U* 1/32", 1/64", 1 mm, 0.5 mm 24"/600 mm 250

The prices listed are suggested retail prices (valid until 31st May 2013). Inch products and combined inch/metric products are generally intended 
for sale to the United Kingdom only. All products to be sold to commercial customers. Therefore VAT is not included. Product illustrations are 
without obligation. Product descriptions respectively capability characteristics are only binding when explicitly agreed upon.     * Please contact 

Mitutoyo for more information on delivery times.
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для размещения заказа - mitutoyo@mitutoyo-tools.ru

mitutoyo@mitutoyo-tools.ru 

www.mitutoyo-tools.ru


