
 

Precision Level
Specifications

Vee angle 140°
Length 200 mm
Width 44 mm

Series 960

• For use in setting machined surfaces precisely horizontal

960-601

No.
Sensibility
(mm/m per

division)

Sensibility "(Arcsec-
ond)

Max. Permissible Error
(inidication accuracy)

Flatness of
reference face
(bottom) µm

Delivery
Mass
kg

960-601 0.1 20"
±0.5 graduations =

±0.05 mm/m
5 In a wooden case 1.45

960-602 0.05 10" ±0.5 graduations = ±0.025 mm/m 5 In a wooden case 1.45

960-603 0.02 4" ±0.7 graduations = ±0.014 mm/m 5 In a wooden case 1.45

The prices listed are suggested retail prices (valid until 31st May 2013). Inch products and combined inch/metric products are generally intended 
for sale to the United Kingdom only. All products to be sold to commercial customers. Therefore VAT is not included. Product illustrations are 
without obligation. Product descriptions respectively capability characteristics are only binding when explicitly agreed upon.     * Please contact 

Mitutoyo for more information on delivery times.
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для размещения заказа - mitutoyo@mitutoyo-tools.ru

mitutoyo@mitutoyo-tools.ru 

www.mitutoyo-tools.ru


