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FALCON™ PREMIUM 3-PIECE 
RAINSUIT
• Detachable hood with drawstring 
• Storm flap front, two flaped pockets and underarm vents 
• Adjustable snaps at wrists and ankles for better fit 
• Made with .35mm thick pvc and polyester fabric 
• Bib overalls for full moisture protection 
• Corduroy collar for comfort 
• Cape vented back

APPLICATIONS
• Rainy work conditions 
• Construction 
• High municipalities 
• Shipyards 
• Agricultural chemical spraying 
• Industrial plant maintenance

CARE INSTRUCTIONS
Wipe clean with damp cloth. Do not dry clean, machine wash or iron. 
Line dry away from heat.

TECHNICAL DATA
MATERIAL PVC/Polyester, Corduroy

CONSTRUCTION 0.35mm PVC on polyester

COLOR  Hi-Vis Lime Yellow

SIZES S - 5XL

PACKAGING 1 set per polybag; 10 per case

CASE DIMENSIONS 9.8” x 12.2” x 13.4” / 25cm x 31cm x 34cm

CASE WEIGHT 28.6lbs / 13kg

COO China

BARCODES
ITEM BAG BOX CASE

 201-355/S 01616314022340 --- 02616314022340

 201-355/M 01616314022333 --- 02616314022333

 201-355/L 01616314022326 --- 02616314022326

 201-355/XL 01616314022357 --- 02616314022357

 201-355/2XL 01616314022364 --- 02616314022364

 201-355/3XL 01616314022371 --- 02616314022371

 201-355/4XL 01616314022388 --- 02616314022388

 201-355/5XL 01616314022395 --- 02616314022395
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DIMENSIONS (in/cm)

S M L XL XXL 3XL 4XL 5XL

A 16.5 / 41.9 18 / 45.7 18.5 / 47 18.5 / 47 18.5 / 47 19 / 48.3 21 / 53.3 21 / 53.3

B 50 / 127 52 / 132.1 54 / 137.2 56 / 142.2 59 / 149.9 62 / 157.5 64 / 162.6 66 / 167.6

C 46 / 116.8 47 / 119.4 48 / 121.9 50 / 127 52 / 132.1 54 / 137.2 56 / 142.2 58 / 147.3

D 29 / 73.7 29.5 / 74.9 30 / 76.2 31 / 78.7 32 / 81.3 33 / 83.8 34 / 86.4 35 / 88.9


