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SEAMLESS KNIT MERINO® WOOL 
GLOVE - 13 GAUGE
•  Merino® wool provides superior insulating properties even when 

wet and withstands moderately high temperatures
•  Merino® wool has anti-bacterial properties which cause the fabric 

to resist smells produced by sweating
• Seamless construction for comfortable fit 
• Excellent thermal insulation 
• Quickly evaporates moisture from the skin 
• Extra softness for non-chafing comfort 
•  Launderable for extended life and to reduce replacement costs
•  Can be used as a liner for high temperature applications
• CFIA Approved

APPLICATIONS
• Used in refrigerated areas 
• Utilities 
• Outdoor winter activities and recreation 
• Food Processing 
• Commercial Fishing 
• Construction

CARE INSTRUCTIONS
Recommend washing gloves in slightly warm water not exceeding 
40o C. A mild non-ionic detergent should be used. A 5-10 minute 
cycle time should be employed. Hang dry; Can be set to tumble dry 
on low settings.

TECHNICAL DATA
MATERIAL 100% merino wool

COLOR  Black

CUFF STYLE Continuous Knit

SIZES S - L

PACKAGING 12 pair per dozen, 24 dozen per case

CASE 20.0” x 20.0” x 16.0” / 50.8cm x 50.8cm x 40.6cm

CASE WEIGHT 24.0 lbs / 10.9 kg

COO USA
 
BARCODES

ITEM BAG DOZEN CASE

 41-130/S --- 01616314197412 02616314197411

 41-130/M --- 01616314197429 02616314197428

 41-130/L --- 01616314028939 02616314028939

DIMENSIONS (in/cm)

S M L -

A 8.25 / 20.9 9.25 / 23.5 10.0 / 25.4

B 3.75 / 9.5 4.0 / 10.2 4.5 / 11.4

Tolerance: ± 0.5 cm
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