
Dynamic™ 
ANSI Type R Class 2 and CSA Z96 Two-Tone X-
Back 8 Pocket Surveyors Vest - Solid

4" DYNA-LITE Glass Bead material
2 vertical reflective stripes in the front and an X in the back
Solid polyester material
Multiple outside pockets (for cell phone, surveyor tape, pencil)
Radio clip on both left and right shoulders
Map pocket across entire back of vest with zippered access
4 internal pockets
4 external pockets

Applications
Road Work
Survey Crews
Utility Work
Railway and Metro Workers
Emergency Services

Color Hi-Vis Orange
Sizes Available S-5XL
Packaging --
Packed 5/Case
Case Dimensions (cm) --
Case Weight (kg) 0.00
Country of Origin China
Clothing Type --
Fabric Polyester
Reflective Type Two-Tone
Reflective Width 2
Closure Snap
Total Pockets 6
Pocket Type Radio/Cell Pocket, Internal

Pocket, Flap Pocket,
Oversized Back Pocket, Pen
Pocket , Mic Tab

Construction 5 Point Breakaway, X-Back
Certifications CSA Z96 Certified

ANSI Type/Class R2

Technical Data

Performance Data

Care Instructions

Machine
Wash

Water Temp
40°C

Do Not
Bleach

Tumble Dry Low Heat

STYLE: TSSVOG27
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