
PRODUCT DESCRIPTION:

FEATURES:

APPLICATIONS:

The Classic Plus Series Material is the most popular in the
Industry. It combines the strength and waterproof qualities of
PVC with the durability of a polyester backing. The FR267CR
black Rider Coat is 60 inches in length, features a detachable
hood, snap front and take up snaps at the wrists. It also
features 3 silver reflective stripes around the torso and dual
reflective stripes around each sleeve. It has a corduroy lined
collar for comfort and a cape ventilated back for air flow. Coat
splits in the back and can snap around each leg to form chaps.
Limited flammability, NOT intended for use as protection
against ARC Flash or Flash Fire. For more information on
Limited Flammability, Click Here.

.35 mm PVC on polyester 60" coat
Split back can be snapped around each leg and worn as
chaps
Three Silver reflective stripes around the torso, dual
reflective stripes around each sleeve
Detachable hood, corduroy collar
Limited flammability, NOT intended for use as protection
against ARC Flash or Flash Fire

Agriculture, Carpentry, Construction, Farming, Janitorial ,
Landscaping, Oil and Gas Industry, Sanitation, Transportation

TECHNICAL DATA FOR: FR267CRL

Series
Category
Color
Size
Material
Components
Limited Flamability

Classic Plus
Rainwear
Black
Large
PVC / Polyester
2 pc Coat
Limited Flamability

Front Closure Snap

FR267CR
Rainwear
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Item No: Chest Sleeve Back Length Waist Inseam Color Case Weight

 
FR267CRM 52 30 60 N/A N/A Black 35.680
FR267CRL 54 31.5 60 N/A N/A Black 36.720
FR267CRXL 57 32.5 60 N/A N/A Black 39.270
FR267CRX2 60 33.5 60 N/A N/A Black 41.580
FR267CRX3 63 34.5 60 N/A N/A Black 42.110
FR267CRX4 65 35.5 60 N/A N/A Black 45.380
FR267CRX5 67 36.5 60 N/A N/A Black 47.160
FR267CRX6 69 37.5 60 N/A N/A Black 48.910
FR267CRX7 71 38.5 60 N/A N/A Black 49.730

FR267CR
Rainwear

Specification Sheet

MCR Safety -  1255 Schi l l ing Blvd.  W. -  Col l ierv i l le,  TN 38017 -  USA 
Phone:  901-795-5810 -  Tol l  Free:  800-955-6887 -  Fax:  800-999-3908 -  Web:  www.mcrsafety.com

©2018 MCR Safety -  Al l  Rights Reserved


