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359 Stealth Stinger

SPECIFICATIONS

POLYURETHANE PALM
Lightweight polyurethane coated palm for a sure-grip
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ERGONOMICALLY FORMED
Ergonomically formed to reduce hand fatigue
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SNUG-FITTING KNIT WRIST

Snug-fitting knit wrist keeps out dirt & debris
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NAME:  Stealth Stinger
STYLE #: 359
SIZE:  M–XXL

CUT RESISTANT

APPLICATIONS
Metal & Fabrication
Construction
General Purpose

L/G

FINE GAUGE HPPE/NYLON/GLASS/LYCRA
SEAMLESS KNIT SHELL, POLYURETHANE COATING,
SNUG-FITTING KNIT WRIST

CALIBRE MINCE, HPPE/NYLON/VERRE/LYCRA COQUILLE SANS 
COUTURE, PAUME À REVÊTEMENT EN POLYURÉTHANE, 
POIGNET EN TRICOT AJUSTÉ

CA1584WATSONGLOVES.COM

MADE IN SRI LANKA/FABRIQUE AU SRI LANKA

HPPE, NYLON, GLASS/FIBRE DE VERRE, 
LYCRA, POLYURETHANE/POLYURÉTHANE
7955 NORTH FRASER WAY, BURNABY
BC, CANADA, V5J 0A4
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STINGER#359 

ANSI

2
4342

EN 388

BRANCHEZ-VOUS À NOUS

LIGHT/LÉGER MEDIUM/MOYEN HEAVY/ROBUSTE

USAGE/UTILISATION

FEATURES/CARACTÉRISTIQUES

CUT DEFENCE/PROTECTION CONTRE LES COUPURES

ABRASION/
ABRASION

CUT/
COUPURE

PUNCTURE/
PERFORATION

TEAR/
DÉCHIRURE

GOOD/BON GOOD/BON GOOD/BON

FAIR/MOYEN

GOOD/BON

EXCELLENT EXCELLENT EXCELLENT EXCELLENT

FAIR/MOYEN FAIR/MOYEN FAIR/MOYEN

ANSI CUT LEVEL A2
15gg fine gauge HPPE, nylon, glass, and lycra shell is cut 
resistant offering superior protection and durability while 
providing maximum dexterity
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UPC:
M 065537843650 
L 065537843667 
XL 065537843674 
XXL 065537843681

Abrasion: 4  Blade Cut: 3  Tear: 4  Puncture: 2
*Level 4 is the highest protection (with the exception of blade cut, the highest 
level is 5), level 1 is the lowest protection

MECHANICAL PROTECTION RATING

ANSI

2
856 Grams 582 Grams4342

EN 388
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