

| Characteristics: |  |
| :--- | :--- |
| No. of flutes | 2 |
| Direction of cut | right |
| Standard | DIN 338 |
| Shank | cylindrical |
| Type of tool | UFL |
|  |  |


| Qty | Description |  |  | Det. |  | Dwg. No. |  | Material |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Proprietary Information DIN ISO 16016:2002-5 We reserve all Rights to this drawing including for the purposeof issueing potents ondrejistrotion of peety written consent this drawing moy not be copied, whole orportiolly ond mayont me misused by the recipient as well os third parties. Any infraction will result in compenstion foroccured domgeses ond could lead to legol oction by the outhor. |  |  |  |  |  | $\boxminus \oplus$ | Scale: $1: 1$ Format: A3 <br> Material: HSS-Co  <br> Surface: XPL  |  |  |  |
|  |  |  |  |  |  |  |  |  |  |  |
|  |  |  |  |  | Date | Name |  |  |  |  |
|  |  |  |  | Drawn | 29.03.11 | Titex | Descrip |  |  |  |
|  |  |  |  | Checked |  |  |  | ills | e UFL |  |
|  |  |  |  |  |  | TEP |  | 7.144 | 9 / 109 |  |
|  |  |  |  |  |  |  | Drawin |  |  |  |
|  |  |  |  |  |  |  |  | 1249-5 | 337263 | D10 |
| Rev. | Revision | Date | Name | Cust. No |  |  | Ord.- | : A1249X | -9/32IN |  |

